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arc built they should he laid out 
on a topographic map Then the 
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|The steepness of the roads | 
I should he kept to a minimum: 
[l ess than UV slope tor haul I 
1 roads and less than lS*u slope | 
IfOv skid roads. 


STREAM■ CROSSING SHOULD | 
BE DONE VERY CAREFULLY 
A bridge or culvert should he j 
used. The approaching roads | 
should be at right angles to J 
the stream and should not 
drain water directly towards] 
the stream. The photo above j 
shows unnecessary stream j 
disturbance. 


WAVER &HOU1 U BE DRAINED OFF ROADS AND LAND 
1JJGS. The logger should use ditches, culverts, dips, and 
grade breaks and should log in favorable weather when 
possible. During Logging operations these struct urea 
need to be inspected and maintained to ensure that 
walef Is not washing down long stretches of road or left 
standing It muddy water is noticed entering a stream, 
*tep% need to be taken to correct the problem. 
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roads and operations 

SHOULD BE AWAY FROM 
STREAMS. Build landings 
at least 100 feet from 
l streams. The less soil dis- 
I turbance near the water, the 
I better. A strip of vegetation, 
I at least 25 feet wide along 
I the stream, should be left as 
la filter area to slow runoff 
I and to trap loose material. 


ROADS AND LANDINGS 
SHOULD BE RETIRED 
WHEN OPERATIONS 
CEASE- 

Water bars, earth bar Hers, 
and planting grass an? 
wavs to protect and 
maintain road beds. 
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MANAGEMENT 1 


PRACTICES 

YOU DEPEND ON WOOD AND PAPER PRODUCTS 
SO . . . TREES MUST BE HARVESTED. TODAY'S 
LOGGERS CAN TAKE CARE OF THE LAND BY 
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LOGGERS CAN TAKE CARE OF THE LAND BY 
USING THESE METHODS. 


PLAN THE JOB. Before any roads 
are built they should be laid out 
on a topographic map. Then the 
roadbuilder should walk and 
mark the proposed road paths to 
ensure that the roads can actu¬ 
ally go where they are planned. 

No unnecessary roads should be 
built. 

The steepness of the roads 
should be kept to a minimum: 
Less than 10% slope for haul 
roads and less than 15% slope 
for skid roadc 
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STREAM-CROSSING SHOULD 
BE DONE VERY CAREFULLY. 
A bridge or culvert should be 
used. The approaching roads 





STREAM-CROSSING SHOULD 
BE DONE VERY CAREFULLY. 
A bridge or culvert should be 
used. The approaching roads 
should be at right angles to 
the stream and should not 
drain water directly towards 
the stream. The photo above 
shows unnecessary stream 
disturbance. 
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drain water directly toward 
the stream. The photo abov< 
shows unnecessary streair 
disturbance. 
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WATER SHOULD BE DRAINED OFF ROADS AND LAND¬ 
INGS. The logger should use ditches, culverts, dips, and 
grade breaks and should log in favorable weather when 
possible. During logging operations these structures 
need to be inspected and maintained to ensure that 
water is not washing down long stretches of road or left 
standing. If muddy water is noticed entering a stream, 
steps need to be taken to correct the problem. 


^ROADS AND OPERATIONS 
t SHOULD BE AWAY FROM 
iSTREAMS. Build landings 
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water is not wasning down long s 
standing. If muddy water is noth 
steps need to be taken to correct 


ROADS AND OPERATIONS 
SHOULD BE AWAY FROM 
^STREAMS. Build landings 
at least lOO feet from 
streams. The less soil dis¬ 
turbance near the water, the 
^better. Astrip of vegetation, 
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ROADS AND LANDINGS 
SHOULD BE RETIRED 
WHEN OPERATIONS 
CEASE. 

filler bars, earth barriers, 
planting grass are 
ways to protect and 
maintain road beds. 



Water bars, earth barriers, 
and planting grass are 
ways to protect and 
maintain road beds. j 



